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6. Unfold tarp and stretch 

narrow width across crank 
shaft, lining up grommets 
along shaft. 

 
 
 
 
 
 

 
7. Use radiator clamps, opening them up and wrap-

ping them around crank shaft,  and threading 
them through the tarp, one per grommet, to at-
tach the tarp to the shaft. Keep tarp taught from 
side to side. 

 
 
 
 
 
 

 
8 Slide batten board through looped 

end of tarp until board is centered in 
tarp. In center of the board, in the 
narrow side, (at the very end of 
tarp), drill a 3/16" hole into the edge 
of the board about 3/8" deep. Using 
the supplied eye screw, start it in 
the drilled hole and turn until tight. 

 
 

 
9. Attach supplied rope to eye bolt and wind tarp onto 

crank shaft. 
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B2-00636 
TC-101 Pro/TC121 Ultra 

Tarp Kit 
(Option) 

 
            Parts List 
 
(1) Tarp  -                          B4-00576 
 
(1) Roller  -                        B3-00288 
 
(1) Crank  -                        B3-00286 
 
(1) Crank Grip  -                A4-00358 
 
(1) Batten Board  -            A4-00417 
 
(2) Flange Bearings  -        A4-00408 
 
(4) Clamps, Worm Gear  -  A4-00407 
 
(1) Roll Pin  -                       P4-00410 
 
(1) Screw Eye  -                  P4-00411 
 
(1) Rope  -                           R5-00412 
 
(4)      1/4" x 1/2" Screws  -       P4-00574  

 
  (4)      1/4” - 20 NC Nuts  -        P4-00566 
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See above Installation Manual for complete installation instructions on 
the TC-131 D-ICER. 
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